
Power Supply TPDC
Brake Chopper and Line Filter
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Properties
▪ Internal or external braking resistor for 

limiting the DC-Bus voltage
▪ Optional connection for external braking res-

istor (BRK option)
▪ DC-Bus output connections for up to 

four drives
▪ Status output and status LED

Devices of the TPDC series are designed 
for the TSD servo drive series. 

One TPDC provides the DC-Bus for up to 
four drives (8 axes).
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Specifications

  TPDC 50 TPDC 80 TPDC 130
Input voltage DC ±10%1 40...50VDC 64...80VDC 100...122VDC

Input current
30 A max.
Requires limiting DC Supply with shutdown or hiccup-mode in case of 
short circuit

Output voltage ±10%1 40...50VDC 64...80VDC 100...122VDC

Output current continuous max. 30Arms
peak: 40A for 4s

Capacity 2mF ±20%

Braking 
voltage

Tol. Std 57V ±0.5% 90V ±0.5% 137.5V ±0.5%

Tol. Tight2 58.5V ±0.5% 93V ±0.5% 142V ±0.5%

Internal brake resistor 6Ω,
5000J, Continuous power 50W (requires cooling)

External brake resistor min. 2.5Ω min. 4Ω min. 6Ω

Communication Status out, Isolated Switch, 24V on/off, 30mA

Dimensions w x h x d: 48.6 x 230 x 166.5 mm³
Subject to change without notice.

1 This 10% is included to account for input voltage fluctuations.
2 Contact Triamec Motion AG, if the brake voltage with tighter limits is necessary.

Datasheet
TPDC

Redefining 
Motion
Control

H
W

TP
D

C5
0-

H
W

TP
D

C1
30

_0
_D

at
as

he
et

_E
P0

02
 - 

01
/2

02
6

Triamec Motion AG
Lindenstrasse 16
CH-6340 Baar
Switzerland

Tel. +41 41 747 4040
info@triamec.com
www.triamec.com

mailto:info@triamec.com
https://www.triamec.com/en/?mtm_campaign=Datenblatt&mtm_kwd=TSD80-130

